Annex 1: References

1. *Annual Urban Mobility Report*, 2009, Texas Transportation Institute, Texas, USA.


5. Austroads (2009), Methodological Challenges in the Valuation of Environmental Externalities in Australia, Draft working paper, Sydney, Australia.


17. Developing Harmonized European Approaches for Transport Costing and Project Assessment (HEATCO), May 2006
20. FDOT (2002), Quality/Level of Service Handbook, Florida Department of Transportation (www.dot.state.fl.us); at www.dot.state.fl.us/Planning/systems/sm/los/los_sw2.htm


56. Schrank, D., and T. Lomax, 2009, Annual Urban Mobility Report, Texas Transportation Institute, UTCM, Texas, USA.

57. Stefan Grudemo, Pernilla Ivehammar and Jessica Sandström (2002), Calculation Model For Encroachment Costs Of Infrastructure Investments, Swedish National Road and Transport Research Institute (www.vti.se); at www.vti.se/nordic/3-03mapp/pdf/page27.pdf


63. Transportation Cost and Benefit Analysis II – Congestion Costs, Victoria Transport Policy Institute 2010

64. Travel Time Reliability, Making It There on Time, All the Time, US Department of Transportation, Federal Highway Administration FHWA. http://www.fhwa.dot.gov/


68. Pedestrian and Bicycle Information Center (www.bicyclinginfo.org), NHTSA, and USDOT.


